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) PENTAIR

AURORA

1SO 2858 STANDARD END SUCTION CENTRIFUGAL PUMPS
BENCHMARK CENTRIFUGAL PUMPING PERFORMANCE AND RELIABILITY

Features

Superior hydraulic design for higher
efficiencies and reduced operating cost.

High efficiency double curvature impeller

vanes.

32-300mm discharge

Cast iron or stainless steel construction.
Wide range of options

Standard flange drilling to PN16

pullout design allows removal of the pump
rotating element without the removal of
suction and discharge lines for maintenance.

Heavy duty sealed for life grease packed ball
bearings.

Taper mounted and keyed impeller.

Horizontal or vertical pump discharge
mounting.

Applications OPTIONS Performance Range
Irrigation Wear Rings Capacity Maximum
Building Services Mechanical Seal or Packed Gland Seal Head Maximum
Fire Protection Paint and Internal Coatings Liquid Temp. Up to 140 °C with

Industry
Processing

Agriculture

Materials of Construction

Flange Drillings

Works Certified and Witness Testing
Impeller Turndowns

Flexible and Spacer Couplings
Pressed or Welded Baseplate

high-temp. seals

Pumped Liquid Clean Water
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End Suction Centrifugal Pump Performance Data
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AU RO RA® End Suction Pump 50HZ Performance

End Suction Centrifugal Pump Performance Data

SELECTION CHART
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 PENTAIR 3600 SECTIONAL

AURORA . DETAILS

End Suction Pump 50HZ Performance

End Suction Centrifugal Pump Technical Data

Sectional Arrangement Details

ITEM NO. DESCRIPTION
1 Bearing Housing
2 Casing
3 Impeller
4 Backplate
b Bearing Cover
7 Impeller Washer
8 Support Foot
15 Shaft
21 Mechanical Seal

L6 Impeller Nut

102 Shaft Key
Wear Ring - Back Plate

Wear Ring - Impeller Rear

o >

Wear Ring - Casing

Casing Plug

Impeller Key

0-Ring

Backplate to Casing Bolt

Bearing Housing to Backplate Bolt
Bearing - Impeller End

Dust Seal - Impeller End

Bearing Cover to Bearing Housing Bolt
Dust Seal - Pulley End

Bearing - Pulley End

Support Foot to Bearing Housing Bolt and Nut

1 OO zZz<Ir X —TI®mmGOo

Bearing Housing to Casing Bolt

Items A, B, C & D are not shown. Item P is for an
alternative configuration

Materials of Construction

Standard configuration Optional configuration

Volute Casing Cast Iron
Backplate Cast Iron
Impeller Cast Iron stainless steel 316
Bearing Housing Cast Iron
Shaft stainless steel 431
Mechanical Seal Burgmann
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